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Single Row Tapered Roller Bearing B
32200 Tapered Roller Bearing-32248]3

0603Ha4YeHne 32248]3
OCHOBHbIe pa3mepsbl (MM)
dl 240
D 440
B 127
HoMuHanbHas rpy3o0noaAbeMHOCTb (KH)
dyc (Cr) 1790
stc (Kop) 3350
My 275
HoMunHanbHas ckopocTb (06 / MUH)
PenTunHrn ckopocTtu 1000
OrpaHunyeHune ckopoctn 1400
Bec (kr) 83.5
ISO335
Pasmepbl (ABMA) 35ron
Pasmepsbl (MM)
d 240
dlip 346

| B 120

B C 100
rl,2 (MuH) 5
r3,4 (MUH) 4
a 105
Pa3mepbl abaTMeHTa 1 rantenm (Mm)
Aa (Makc) 290
nb (MuH) 262
Ha (MyH) 365
la (makc.) 420
06 (MuH) 415
Ca (MuH) 13
Cb (MuH) 27
pa (Makc) 4
rb (makc.) 3
LeHnTb
e 0.43
Y 1.4
LY 0.8

GQZ bearings wholesale high quality 32200 Single Row
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32200-Tapered-Roller-Bearing-32248]3
Tapered Roller Bearing

The inner diameter of 32203 tapered roller bearings is 17mm, the outer diameter is 40mm, and the width
is 16mm.The main features of 32200 series tapered roller bearings are to withstand combined loads,
smooth operation, and long service life.

32200 series tapered roller bearings belong to a kind of tapered roller bearings, its inner and outer ring
raceway cross-section is conical, mainly to withstand radial load mainly radial and axial combined load.
The design of this kind of bearing makes it able to withstand large loads and also certain axial loads,
which is characterized by strong load carrying capacity, smooth operation and long service life.
Therefore, 32200 series tapered roller bearings are widely used in automobile, engineering machinery,
metallurgical equipment, mining machinery and other fields to meet the high requirements for bearing
performance and life in various industrial applications. In addition, this series of bearings is also suitable
for single row tapered roller bearings, which can withstand radial loads and single direction axial loads,
but when withstanding radial loads, an axial force will be generated, so it usually requires another
bearing that can withstand axial force in the opposite direction to balance.
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