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Single Row Tapered Roller Bearing
33200 Tapered Roller Bearing-33215/Q

Обозначение 33215/Q
Основные размеры (мм)
d1 75
D 130
B 41
Номинальная грузоподъемность (кН)
dyc (Cr) 209
stc (Кор) 300
Пу 34
Номинальная скорость (об / мин)
Рейтинги скорости 3400
Ограничение скорости 4800
Вес (кг) 2.25
ISO335 
Размеры (ABMA) 3EE
Размеры (мм)
d 75
d1 ～ 102
B 41
C 31
r1,2 (мин) 2
r3,4 (мин) 1.5
а 32
Размеры абатмента и галтели (мм)
да (макс) 84
дБ (мин) 84
Да (мин) 111
Да (макс.) 122
Дб (мин) 125
Ca (мин) 6
Cb (мин) 10
ра (макс) 2
rb (макс.) 1.5
Ценить
е 0.43
Y 1.4
Эй 0.8

GQZ bearings wholesale high quality 33200 Single Row
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Tapered Roller Bearing
The characteristics of 33200 tapered roller bearings mainly include the ability to withstand large
combined radial and axial loads, as well as pure axial loads. 

These bearings have a compact structural design with contact angles, so it is often necessary to use two
sets of bearings in pairs to achieve preload and adjust the clearance.33200 tapered roller bearings can
withstand high radial forces and axial loads in both directions due to their unique structural design,
which is particularly suitable for heavy loads and high speeds. In addition, the rolling bodies of these
bearings are of tapered roller design, which can reduce the friction between the rolling bodies and the
raceways, reduce the wear and increase the service life of the bearings. The inner and outer rings of the
bearings are made of high-strength alloy steel, which undergoes precision grinding and heat treatment
processes to provide high hardness and wear resistance. Meanwhile, the bearings have good sealing
performance, which can effectively prevent the intrusion of dust, moisture and other impurities and
ensure the normal operation of the bearings in harsh environments. These features make 33200 tapered
roller bearings widely used in various heavy load, high speed, high precision transmission occasions.
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