NJ200-Series-cylindrical-roller-bearing-NJ213E

NJ Series B
NJ200 Series cylindrical roller bearing-NJ213E
O603Ha4eHune NJ213E

OCHOBHbIe pa3mepsbl (MM)
d 65
D 120
B 23
r's min 1.5
B rslmin 1.5
HoMuHanbHas rpy3onoabeMHoOCTb (KH)
=] AnHamnyeckni (Cr) 108
CtaTtnyeckum (Kop) 119
OrpaHnyeHHas CKopocTb (06 / MUH)
Cma3ska 5400
Macno 6300
Macca
(kr) 1.21

GQZ bearings wholesale high
quality NJ200 Series Cylindrical Roller Bearing

The characteristics of NJ200 series bearings are mainly reflected in their design specifications and
performance parameters, these bearings belong to cylindrical roller bearings series with the following
features:

Design specifications: The design specifications of NJ200 series bearings include bearing number, main
dimensions, basic load rating, fatigue speed, grade, weight and dynamic and static load limits. These
specifications ensure the reliability and durability of the bearings under different operating conditions.

Performance Parameters: The reference speed limit speed, d (inner diameter), D (outer diameter), B
(width), C (static load rating) and r (radial clearance) parameters of this series of bearings provide
engineers and designers with a basis for selecting the right bearing for a particular application.

Application areas: NJ200 series bearings are widely used in a variety of machinery and equipment,
including but not limited to mining machinery, electric motors, gearboxes, etc. They are designed to
support smooth and quiet rotation while withstanding the loads carried by the equipment.

In summary, NJ200 series bearings play an important role in the industrial field with their precise design
specifications and excellent performance parameters, providing stable and reliable support and rotation
capability for a variety of mechanical equipment.
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