NU1000 Cylindrical Roller Bearing

NU Series B

NU1000 Cylindrical Roller Bearing
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Designation Principal Dimensions(mm) Basic Load Ratings(KN) Spl:el;lll(';‘ign) Weight

d| D | B | rs min | rslmin | Dynamic(Cr) || Static(Cor) | Grease || Oil (kg)

| Nut00s [25)47[ 12 o6 | 03 | 151 | 141 | 16000 [119000] 0.092 |
| Nutoos |[30fs55[ 13| 1 | o6 | 197 || 196 | 14000 [16000 0.13 |
| Nutoo7 |[3s[62f 14| 1 | o6 | 226 || 232 | 12000 [15000] 0.179 |
| Nutoos [4ofes|15] 1 || o6 | 273 | 29 | 11000 [13000] 0.22 |
| Nu1009 [45]75] 16 1 | 06 | 31 | 3¢ | 9900 [12000 0.8 |
| Nutoto |s0/80f 16| 1 || 06 | 32 | 36 || 8900 |[t1000] 0.295 |
| Nutonl |ssf9of18] 11 | 1 || 375 || 44 | 8200 [9700| 0.442 |
| Nuto12 |eof9s| 18] 11 | 1 | 40 | 485 | 7500 |8s00| 0.474 |
| Nuto13  |65/100[ 18] 11 || 1 | 41 | 51 || 7000 |8200] 0.485 |
| Nutoi4 |[7of1t0f20| 11 | 1 || 585 || 705 | 6500 |7600( 0.699 |
| Nuto1s  |[75[115[20] 11 || 1 | 60 | 745 | 6100 [7100] 0.738 |
| Nutoie |[sof12sf22| 11 | 1 || 725 || 905 | 5700 [6700( 0.98 |
| Nuto17 |8s[130f22| 11 | 1 || 745 || 955 | 5400 [6300] 1.03 |
| Nu1018  |90[140f24| 15 | 11 | 88 | 114 | 5100 [5900] 1.33 |
| Nut019 |l95[145[24| 15 | 11 | 905 || 120 | 4800 [5600 1.4 |
| Nu1020 |toof150 24| 15 | 11 | 93 | 126 | 4600 [5400( 1.45 |
| Nuto21  [rosfi6026] 2 | 11 || 105 || 142 | 4300 [5100| 1.84 |
| Nuto22 Juioft7of28| 2 | 11 || 131 || 174 | 4100 [4800| 2.33 |
| Nuto24 [120f180[28| 2 || 11 | 139 | 191 | 3800 |l4400| 2.44 |
| Nuto26  [t30f200(33| 2 | 11 || 172 || 238 | 3400 [4000| 3.69 |
| Nu1028  Juaof210(33| 2 | 11 || 176 || 250 | 3200 [3800| 4.05 |
| Nu1030 |1so22535| 21 | 15 | 202 || 204 | 3000 [3500( 4.77 |
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